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im THE CLAIMS 

The text of all pending claims, (including withdrawn claims) is set forth below. Cancelled 
and not entered claims are indicated with claim number and status only. The claims as hated 
below show added text with underlining and deleted text with etr4keth«*§h. The status of each 
claim is indicated with one of (original), (currently amended), (cancelled), (withdrawn), (new), 
(previously presented), or (not entered). 

Please AMEND claims 1, 4, 5. and 9 in accordance with the following: 
1 (CURRENTLY AMENDED) A method of producing printed matter containing a direct- 
reading material and an additional material related to the direct-reading material by an 
information processing apparatus, the direct-reading material comprising text and pictures, and 
the additional material comprising text, sound, and images related to the direct-reading matenal, 

the method comprising: 

converting primary data of the additional material into secondary data in the form of 

codes for high-density display,-and 

Coring data to be ap plied to an allnrating operation: 

^^■n^ Q trifle wav nf allotting the additional material wit h r^pect to relevant 

Himrt-readin g material based on the stored data; an d 

performing a^he_alIocating operation for the direct-reading material and the additional 
material in accordance with a type space corresponding to the secondary data, 

wherein the primary data of the additional material converted into the secondary data in 
the form of codes for high-density display comprise data from which information content is 
obtained directly without accessing a separate storage location, and 

whereinrin U.u allocating nprntion, a-jhe specific way of allocating the additional 
material with respect to the relevant direct-reading material is selected from among the followmg 
ways of allocating the additional material: allocating at an immediate position of the relevant 
direct-reading material, allocating at a special space, allocating at a directly designated vacant 
position, or allocating at a directly designated overlapping position. 

2 (PREVIOUSLY PRESENTED) The method as claimed in claim i . wherein said 
performing an allocating operation comprises linking the direct-reading material designated by a 
user and the related additional material. 

3. (CANCELLED) 
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4 (CURRENTLY AMENDED) An apparatus that produces printed matter on which a 
direct-reading material comprising text and pictures, and . related additional materia, comprise 
text sound, and images, are printed, the apparatus comprising: 

an encoding mechanism converting primary data of the additional material .nto 
secondary data in the form of codes for high-density display;-a*d 

o H„f a n a «P storinc data *n h« implied to an allocating operation; 

n dH— ^ .nnfianred to dPtPrmin* a specific wny of allocating the additional 
m^nw with resoe r * *~ r^nt direct-rearling material, based nn the data stored ,n sa,d 
database: and 

a layout design mechanism performing an allocating operation for the direct-readmg 
material and an allocating operation for the additional material in accordance with a type space 

corresponding to the secondary data, 

wherein the primary data of the additional material converted into the secondary data ,n 
the form of codes for high-density display comprise data from which information content a 
obtained directly without accessing a separate storage location, and 

wherein, In U.l jIIul iting npnntinn T-Jhespecific way of allocating the additional 
material with respect to the relevant direct-reading materia, is selected from among the followng 
ways of allocating the additional material: allocating at an immediate position of the relevant 
direct-reading material, allocating at a special space, allocating at a directly designated vacant 
position, or allocating at a directly designated overlapping position. 

5 (CURRENTLY AMENDED) The apparatus as claimed in claim 4, further comprising a 
interlinking mechanism linking the direct-reading material designated by a user and the related 
additional material. 

6. (CANCELLED) 

7. (CANCELLED) 



8. (CANCELLED) 

9 (CURRENTLY AMENDED) A computer-readable recording medium storing a program 
that produces printed matter containing a direct-reading material and an additional material 
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related to the direct-reading material, the direct-reading material comprising text and pictures, 
and the addtfonal material comprising text, sound, and images rented to the direct-re admg 
material, the program controlling a computer and comprising a process of: 

converting primary data of the additional material into secondary data in the form of 

codes for high-density display;-and 

ctnrin g Hate to be a p plied to an auction operation: 

^~~:^ n , ^riBn Wa v of * ****** the additional material with my*** to relevant 
riimrt-readinn material bas ^ on the stored data; and 

allocating the direct-reading material and the additional material in accordance with a 
type space corresponding to the secondary data, 

wherein the primary data of the additional material converted into the secondary data in 
the form of codes for high-density display comprise data from which information content is 
obtained directly without accessing a separate storage location, and 

wherein, in the allocating, n Jhe specific way of allocating the additional material with 
respect to the relevant direct-reading material is selected from among the following ways of 
allocating the additional material: allocating at an immediate position of the relevant direct- 
reading material, allocating at a special space, allocating at a directly designated vacant 
position, or allocating at a directly designated overlapping position. 

10. (PREVIOUSLY PRESENTED) The method as claimed in claim 2, wherein said 
linking the direct-reading material and the related additional material uses an address of a 
separate storage location in which said related additional material is stored. 

11. (PREVIOUSLY PRESENTED) The method as claimed in claim 1, wherein the 
secondary data in the form of codes for high density display comprises two-dimensional 
barcode. 

12 (PREVIOUSLY PRESENTED) The apparatus as claimed in claim 5, wherein said 
linking mechanism linking the direct-reading material and the related additional material uses an 
address of a separate storage location in which said related additional material is stored. 

1 3. (PREVIOUSLY PRESENTED) The apparatus as claimed in claim 4. wherein the 
secondary data in the form of codes for high density display comprises two-dimensional 
barcode. 
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14 (PREVIOUSLY PRESENTED) The computer readable recording medium as 
claimed in claim 9, wherein the secondaiy data in the form of codes for high density display 
comprises two-dimensional barcode. 
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